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HATCH COVER NEWS #024 2025年 09月 30日(火) 

パッキンの交換及び点検について 

 

ハッチカバーの風雨密を確保するために弊社ではスポンジタイプのパッキンを多く採用しております。 

パッキンは長く使用しますと経年劣化により永久変形を引き起こし、十分な風雨密を保持することができなくなり

ます。そのまま放置しますと水漏れを引き起こし、貨物の損傷につながります。 

定期的に点検を実施いただき、交換を実施いただくようお願いいたします。以下に点検内容を記載します。 

 

1. 点検内容 

ハッチカバーはタイトニングバーがパッキンを圧縮することで、風雨密性が保持されます。そのパッキンの必要

な最小弾性圧縮量は 2mm です。最低限１年に 1 回は永久変形量（下図参照）をチェックし、有効弾性圧縮量が 2mm

以下になったら、全数またはその部分のパッキンを交換してください。また損傷、変形している箇所も同様に交換

してください。 

 

 

図：永久変形量 
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またパッキンの交換の際にはハッチカバーとハッチコーミングの箇所のスツールパッドの摩耗状態を合わせてご

確認ください。パッド部分が著しく摩耗することによりパッキンに過大な圧縮がかかることになります。そのまま

放置しますとハッチカバー端部とハッチコーミングが接触し、カバー本体の構造の損傷につながります。 

（以下写真参照） 

パッキンの交換の際にはパッドの状態と合わせてドライドックでの交換工事を推奨します。 

 

 

写真    ①パッキンの損傷        ②変形      ③パッドの摩耗 

 

弊社ではハッチカバーに採用しているパッキンを日本国内はもちろん、中国現地でも同等品を手配できます。 

パッキンを取り付けるラバーセメントは使用している材料の観点から輸送の際には危険物扱い品になりやすく現地

での手配を推奨します。 

 

ハッチカバーにおいてお困りの際は下記弊社問い合わせ窓口までご連絡ください。 

 

/以上 

 

お問い合わせ先 

常石エンジニアリング株式会社 技術部 装置グループ 

〒720-0313 広島県福山市沼隈町常石 1083 番地 

TEL: 084-987-1445 / FAX: 084-987-3477 

E-mail : te.hcv@tsuneishi.com URL : https://tsune-e.com/product/contact               
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HATCH COVER NEWS #024 September 30, 2025 

Replacment and inspection for packing 

To maintain a weathertight seal on hatch covers, we commonly use sponge type packing. Over time, packing may 

undergo permanent deformation due to aging, this can lead to water getting in and damaging the cargo. We kindly ask 

that you conduct regular inspections and replace the packing as needed. Inspection details are provided below. 

 

1. Inspection details 

The hatch cover maintains its weathertightness by compressing the packing through the use of tightening bar. The 

minimum required elastic compression of the packing is 2mm. Please check the permanent deformation at least once a 

year (see the diagram below). If the elastic compression is less than 2mm, replace all or the affected portions of the 

packing. Also, replace any areas that show signs of damage or deformation. 

 

  

Fig: Permanent deformation 

 



 

 

 

 

Unauthorized copying and replication of all the contents of this article, such as text, figures, tables and images are strictly prohibited. 

 

 

 

When replacing the packing, please also check the wear condition of the stool pads located between the hatch cover and 

hatch coaming. If pads are significantly worn, they can cause excessive compression on the packing. This could cause 

the edge of the hatch cover to touch the coaming, which might lead to damage to the cover’s structure (see photo below). 

This could cause the edge of the hatch cover to touch the coaming, which might lead to damage to the cover’s structure 

(see photo below).  

 

 

 

Pic    ①Damaged packing     ②deform packing     ③rust the pad 

 

 

 

To prevent this, we suggest doing the replacement work in a dry dock, where you can thoroughly inspect and replace 

both the packing and stool pads as necessary. We can arrange the equivalent packing in Japan and China. Due to the 

nature of the materials used in the rubber cement for installing the packing, it is often classified as hazardous during 

transport. So, it is better to arrange this locally. 

If you have any questions or concerns about hatch covers, below are our contact details. 

 

EQUIPMENT GROUP, TECHNICAL DEPARTMENT,  

TSUNEISHI ENGINEERING CO., LTD.  

( https://tsune-e.com/product/contact/en OR te.hcv@tsuneishi.com ) 
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