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HATCH COVER NEWS #025 2025 年 11 月 4日(火) 

ラバーホースの点検について 

サイドローリング式およびエンドフォールディング式ハッチカバーは油圧シリンダーおよび油圧モーター配管に

は、一部ラバーホースが使用されています。ラバーホースはゴム製品特有の経年劣化や外的損傷により、微細な傷

からでも油漏れを引き起こす可能性があり、機器の不具合や重大事故につながるリスクがあります。 

そのため、日常点検は非常に重要です。今回は、ラバーホースの点検内容、注意事項、および交換推奨時期につい

てご紹介いたします。 

 

1. 点検内容  

点検の際は、以下の項目をご確認ください。 

① 経年劣化：紫外線、塩害、温度変化などによる表面のひび割れや硬化、または膨れがないか。 

② 外傷：荷役作業中の接触や工具などによる擦り傷や切り傷がないか。 

③ 塗装の付着による硬化：塗料が付着した箇所はゴムが硬化し、柔軟性が低下する場合があります。  

④ 取り回しの状態：ホースに屈曲や捻れが生じていないか、無理な配管になっていないか。 

⑤ 金具部分の状態：ホース端部の金具に錆、腐食、緩みがないか。 

これらの異常が確認された場合は、速やかにホースの交換または再取り付けを実施してください。 

※ラバーホースの損傷例 

 

 

 

 

 

 

②：外傷         ③：塗装の付着による硬化        ④：取り回しの状態 

                                   （捻れが発生） 
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2.注意事項  

 2-1 点検時 

・作業前に、必ず油圧回路の圧力を完全に抜いてください。 

・機器の稼働停止を確認してから作業を行ってください 

・油漏れ箇所を素手で触れて確認することは大変危険です。絶対に行わないでください。 

 2-2 交換時 

・点検時と同様に油圧回路の圧力を完全に抜き、機器の稼働停止を確認してください。 

・必ず図面に記載された同規格のホースを使用してください。 

・交換後は金具の締め込み、ホースの捻れや無理な取り回しがないかを必ず確認してください。 

 

3.交換推奨時期 

ラバーホースは荷役作業中の接触などで損傷を受ける場合があります。 

そのため、毎航海後の点検を推奨いたします。 

小さな傷でも放置すると油漏れにつながる恐れがありますので、異常を発見した場合は速やかに予備品と交換して

ください。また、ホース端部の金具についても錆や緩みの点検を行い、予備品の不足がないよう補充管理を徹底し

てください。 

交換時期の目安は使用状況により異なりますが、4 年以上経過したホースについては定期交換を推奨いたします。 

ラバーホースは機器の安定稼働を維持するためのメンテナンス対象部品です。 

定期的な交換により機器の安全性向上につながります。 

弊社では、ハッチカバー関連のラバーホースを含む各種交換部品のお見積もり対応を承っております。 

お困りの際は下記弊社問い合わせ窓口までご連絡ください。 

 

                                        

お問い合わせ先 

常石エンジニアリング株式会社 技術部 装置グループ 

〒720-0313 広島県福山市沼隈町常石 1083 番地 

TEL: 084-987-1445 / FAX: 084-987-3477 

E-mail : te.hcv@tsuneishi.com URL : https://tsune-e.com/product/contact 

                                               以上 
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Inspection and Replacement Guide for Rubber Hoses 
 

Rubber hoses are partially used in the hydraulic cylinder and motor piping of side-rolling and end-folding 

hatch covers. Due to the nature of rubber products, they are susceptible to aging and external damage, which can lead to 

oil leaks even from minor cracks. This poses a risk of equipment malfunction or serious accidents. 

Therefore, daily inspections are critically important. This document outlines the inspection items, precautions, and 

recommended replacement intervals for rubber hoses. 

 

1. Inspection Items 

During inspections, please confirm the following: 

① Aging deterioration: 

- Look for surface cracks, hardening, or swelling caused by UV exposure, salt damage, or temperature 

fluctuations. 

② External damage: 

- Ensure there are no abrasions or cuts resulting from contact during cargo handling or from tools 

③ Hardening due to paint adhesion: 

- Painting on the hose surface may cause hardening and reduce flexibility. 

④ Routing condition:  

- Ensure the hose is not bent, twisted, or routed improperly. 

⑤ Condition of fittings:   

- Check for rust, corrosion, or looseness at the end of the hose. 

If any abnormalities are found, promptly replace or reinstall the hose. 

※Examples of rubber hose damage: 

 

 

 

 

 

 

 

       ②：External damage          ③：Hardening due to paint adhesion       ④：Routing condition (twisting) 
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2. Precautions 

2-1 During Inspection 

 Always release the pressure from the hydraulic circuit before starting work. 

 Confirm that the equipment is completely shut down before proceeding 

 Never touch oil leak areas with bare hands, as it is extremely dangerous. 

2-2 During Replacement 

 As with inspections, fully release the pressure from the hydraulic circuit and confirm the equipment is shut 

down. 

 Use hoses of the same specification as indicated in the drawings. 

 After replacement, ensure that fittings are tightened and hoses are not twisted or routed improperly. 

 

3. Recommended Replacement Interval 

Rubber hoses may be damaged due to contact during cargo handling operations. Therefore, inspection after every 

voyage is recommended. Even small scratches can lead to oil leaks if left unattended, so replace them with spare parts 

immediately upon finding any abnormalities. Also, inspect hose fittings for rust or looseness and manage spare parts 

inventory to avoid shortages.  

 

While the replacement interval depends on usage conditions, regular replacement is recommended for rubber hoses 

that have been in service for more than 4 years. Rubber hoses are maintenance components essential for ensuring 

stable equipment operation. Regular replacement contributes to improved equipment safety. 

 

Our company provides quotations for various replacement parts, including rubber hoses for hatch covers. If you have any 

concerns or inquiries regarding our products and services, please contact us using the following information. 

 

 

TSUNEISHI ENGINEERING CO., LTD. 

EQUIPMENT GROUP, TECHNICAL DEPARTMENT,  

1083 Tsuneishi, Numakuma-cho, Fukuyama-shi, Hiroshima 720-0313, Japan 

TEL: +81-84-987-1445  FAX: +81-84-987-3477 

( https://tsune-e.com/product/contact/en OR te.hcv@tsuneishi.com ) 




