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HATCH COVER NEWS #027 2025 年 12 月 22 日(月) 

新型 NON RETURN VALVE のご紹介

このたびは、新型 NON RETURN VALVE を開発いたしましたのでご紹介いたします。 

 

NON RETURN VALVE は通常ハッチカバーコーミング部に貯まった水を外に出しながら外部からの水の侵入を防ぐ役

割をしています。しかし下記に記載する場合には内部からの水や空気の流出を防ぐため NON RETURN VALVE を閉鎖す

る必要があります。 

・漲水艙にバラスト水を張った場合（漏水防止のため） 

・ハッチ内の CO2 消火を行う場合 

・ハッチ内の燻蒸を行う場合 

 

これらの閉鎖が要求される作業を行う際には NON RETURN VALVE の開口部へ CAP を取り付けますが、それ以外の通

常時にはこの CAP を外す必要があります。 

従来品では取り外した CAP を WIRE で吊り下げておくようにしていましたが、この方式では CAP の紛失が心配との

声をお客様からいただくことがございました。 

それを受けて弊社では NON RETURN VALVE 本体に CAP 取り付け用のネジを設けることで、CAP の格納を容易にし、

かつ紛失しにくい様にしました。 

この新型 NON RETURN VALVE は今後の常石グループの新建造船に順次標準採用していきます。 

 

従来型の NON RETURN VALVE から取り付け寸法は変更しておりませんので、常石グループ建造の就航船への交換

は容易に行えます。交換をご検討の際には、新型 NON RETURN VALVE への見積依頼として、お気軽にお問い合わせく

ださい。 

以前採用しておりました SCUPPER TUBE(図 1)からの交換にも弊社で取り付け検討から行います。 

また、常石グループ建造船以外の船につきましても、取り付けの可否から確認・検討いたしますので、本製品に

興味がございましたら、お問い合わせください。 
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写真 1 新型 NON RETURN VALVE（CAP 使用時）       写真 2 新型 NON RETURN VALVE（CAP 格納時） 

 

 

写真 3 従来型 NON RETURN VALVE（CAP 使用時） 

CAP 格納用ネジ 

通常開放時は CAP を格納

用ネジに取り付けます 
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図 1 SCUPPER TUBE 

 

 

弊社では交換部品のお見積、船上でのメンテナンス指導等も行っております。 

ハッチカバーにおいて、お困りの際は下記弊社問い合わせ窓口までご連絡ください。 

お問い合わせ先 

常石エンジニアリング株式会社 技術部 装置グループ 

〒720-0313 広島県福山市沼隈町常石 1083 番地 

TEL: 084-987-1445 / FAX: 084-987-3477 

E-mail : te.hcv@tsuneishi.com URL : https://tsune-e.com/product/contact 

以上 
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HATCH COVER NEWS #027 December 22, 2025 

Introducing the New NON-RETURN VALVE 
 

We are pleased to announce that we have developed a NEW NON-RETURN VALVE. 

 

Non-return valve typically prevents water from entering from outside while allowing water accumulated in the hatch cover 

coaming to drain out. However, in the following cases listed below, the non-return valve must be closed to prevent water or air 

from escaping internally. 

 

・When ballast water is filled into the floodable tank (to prevent leakage) 

・When performing CO2 fire suppression inside the hatch 

・When fumigating inside the hatch 

 

When performing tasks that require these closures, a cap is installed over the opening of the Non-return valve. But, this cap 

must be removed under normal conditions. 

 

In the previous model, the cap of the Non-return valve was secured to the valve body with a wire. However, customers have 

expressed concerns that this method may result in the cap being lost.  In response to customers concern, we have added a 

screw fitting to the body of the Non-Return Valve for attaching the cap, making it easier to store the cap and prevent it from 

being lost. 

 

The NEW NON-RETURN VALVE will be adopted as standard equipment on all new vessels built by the Tsuneishi Group in 

the future. 

 

Further, since the installation dimensions have not been changed from the conventional Non-Return Valve, replacement on 

vessels built by the Tsuneishi Group can be carried out easily.  

 

If you are considering replacement, please feel free to contact us for a quotation for the NEW NON-RETURN VALVE. 

 

Our company will also conduct installation assessments for replacements of the previously used Scupper Tube (Fig. 1). 

Furthermore, for ships not constructed by the Tsuneishi Group, we will verify and evaluate installation feasibility. Should you 

have interest in this product, we welcome your inquiries. 
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Photo 1 New NON RETURN VALVE (CAP in closed position)     Photo 2 New NON RETURN VALVE (CAP in stored state) 

 

  

       

Photo 3 Conventional NON RETURN VALVE (CAP in closed position) 

 

 

 

CAP Storage Screw 

In normal operation, attach 

CAP to storage screw. 
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Figure 1 SCUPPER TUBE 

 

 

 

We also provide estimates for replacement of parts and on-board maintenance guidance. 

If you have any questions or concerns about hatch covers, below are our contact details. 

TSUNEISHI ENGINEERING CO., LTD. (https://tsune-e.com/product/contact/en OR te.hcv@tsuneishi.com). 




