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HATCH COVER NEWS #029 2026 年 07 月 30 日(木) 

RightShip Inspection Ship Questionnaire の改訂の紹介 

以前本ホームページで紹介した RightShip Inspection Ship Questionnaire (RISQ)において RISQ3.2 として 2025 年 11

月に一部改訂されました。本改訂にはハッチカバーに関する項目もありハッチカバーの風雨密を確保するために重

要な内容でありますので紹介させていただきます。 

 

今回の改訂ではパッキンの圧縮量、パッドの摩耗によるハッチコーミングとカバースカート間の隙間、ロケーター

および各種ストッパーの隙間を 6 か月ごとに定期的に計測を実施し記録することが求められております。パッキン

の劣化、各種ストッパーの摩耗が進みますと風雨密性が損なわれ、貨物の損傷、ハッチカバーはもちろん、船本体

の構造の損傷につながります。 

定期的に計測することにより劣化状態を確認し、計画的なメンテナンスを実施することが可能となります。 

 

  

写真   ①パッキンの劣化      ②パッドの摩耗     ③ストッパーの摩耗 

 

弊社では各部品に関する計測要領、計測表の作成を承りますので是非お気軽にお問い合わせください。 

また本改訂ではハッチカバーを安全に運用するために予備品も十分確保することも推奨されております。弊社では

各機器の部品の販売も行っております。 

ハッチカバーにおいてお困りの際は下記弊社問い合わせ窓口までご連絡ください。 

/以上 

お問い合わせ先 

常石エンジニアリング株式会社 技術部 装置グループ 

〒720-0313 広島県福山市沼隈町常石 1083 番地 

TEL: 084-987-1445 / FAX: 084-987-3477 

E-mail : te.hcv@tsuneishi.com URL : https://tsune-e.com/product/contact               
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HATCH COVER NEWS #029 July 30,2026 

Introduction of the Revised RightShip Inspection Ship Questionnaire 

The RightShip Inspection Ship Questionnaire (RISQ), which was previously introduced on this website, has 

been partially revised as RISQ 3.2, effective from November 2025. As this revision includes new requirements 

relating to hatch covers and contains important measures for ensuring their weathertight integrity, we would 

like to introduce the key changes below. 

 

Under this revision, it is required that the packing compression, the gap between the hatch coaming and 

the cover skirt caused by wea of pad, and the clearances of the locators and stoppers be measured and recorded 

at six-month intervals. As packing deterioration progresses and wear of the stoppers increases, the 

weathertight integrity of the hatch cover may be compromised. This can result not only in cargo damage and 

damage to the hatch covers themselves, but also in structural damage to the vessel. By conducting these 

measurements on a regular basis, the condition and rate of deterioration can be monitored effectively, 

enabling planned maintenance to be carried out before serious problems occur. 

  

Pic   ①Damaged packing       ②Rust the pad         ③Rust the stopper 

We can assist in preparing measurement procedures and inspection record sheets for various components. Please 

feel free to contact us for any inquiries. Furthermore, this revision recommends maintaining a sufficient 

stock of spare parts to ensure the safe operation of hatch covers. We also supply a wide range of spare 

parts for hatch cover equipment and related components. 

If you have any questions or concerns about hatch covers, below are our contact details. 

EQUIPMENT GROUP, TECHNICAL DEPARTMENT,  

TSUNEISHI ENGINEERING CO., LTD.  

( https://tsune-e.com/product/contact/en OR te.hcv@tsuneishi.com )          




